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STREC FiLM NEDIR?
Streg film, Gretiminde kullanilan hammadde (LLDPE)
lineer polietilendir.

Kullanilan bu hammadde ve ilave edilen yapistinicilar
sayesinde film dider ambalaj malzemelerinden farkl
olarak esnekbir yapiya sahiptir.

NE ICIN KULLANILIR?

Son teknoloji ile Gretilmis Streg filmleri Grinlerinizi nakliye
sirasinda veya depolama asamasinda gdvenli bir sekilde
bir arada tutarken, kir, toz, yagmur wve hasere qgibi dis
etkenlerden korur,
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Strec FHim
Nedir

Ne igin Kulleniir g

WHAT IS5 ASTRETCH FILM?
Stretchfilmis a raw material (LLDPE) linear polyethylene.

Thanks to these raw materials and adhesives added, the
film has a flexible structure unlike other packaging
materials.

WHATTO USE?

Stretch films produced with state-of-the-art technology
protect your products securely during transportation or
storage, and protect them from external factors such as
dirt, dust, rain and pests.



Avonitajlori
Nedir

Uretim Yontemileri g

KALITELI

SATIS SONU
DESTEK

AVANTAJLARI NEDIR?

Streg Film ambalajlama icin en ekonomik gozimdiir.
Uriiniinizd givenle sarmaniza yardime olur.

Hafifligi sayesinde tasimada Grune ek bir agirlik getirmez.
ok ekonomiktir, iscilikten ve zamandan kazang sadlar.
Yapiskanlidindan 6tird Griine ayrica bir islem yapmaniza
gerek kalmaz.

Keskin kenarlar yirtilmadan sarar, esnek ve kuvvetlidir,

Geri dénisimll, gevre dostudur,

Uluslararasi standartlara uygundur,

URETIM YONTEMLERI NEDIR?

Cast Ekstruzyon yontemi;

Bu yonternde cast film diz bir vida ile bir sodutma tamburu
Ozerine ekstride edilerek yatay olarak Gretilir.

Cast Film dretiminde belli katlara belli oranda hammadde ve
katkilar kullarilarak Gretim yapilir,
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WHAT ARETHE ADVANTAGES?

Stretch Film is the most economical solution for packaging.
Helps you to wrap your product safely. Due to its light
weight, it does not bring any additional weight to the
product during transportation. It is very economical, saves
labor and time. Due to its stickiness, you do not need to
carry out any further treatment on the product. Wraps
sharp edges without tearing, flexible and strong.
Recyclable, environment friendly. Complies with
international standards.

CASTEXTRUSION METHOD?

In this method, the cast film is extruded onto a cooling
drumwith a flat ekstriide and produced horizontally.

In Cast Film , production Is made by using raw materials
and additives to certain layers.
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STREG FiLM TEKNIK OZELLIKLER

Manuel veya otomatik makine kullamma uygun
5 Katll Cast Film teknolo]isi ile Uretilen.

Tek yada Cift tarafi yapiskanl.

UV Kathkali.

Delinmeye ve yirtilmaya karsi direngli.

Seffaf ve parlak.

Farkli renklerde Gretilebilir.

STREC FILM CESITLERI
MANUEL STREG FiLM

PREMIUM STREC FiLM ]
OTOMATIK MAKINA STREC FiLM
JUMBO STREC FiLM

PRE STREGFILM
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Strec FHim

Teknik Ozellik

ve Cesitleri g
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STRETCH FILM TECHNICAL SPECIFICATIONS
Suitable for manual or automatic machine use
Produced with 5 Layer Cast Film technology.
Single or double side adhesive.

UV Additive.

Resistant to puncture and tear.

Transparent and bright.

Can be produced in different colors.

STRETCH FILM TYPES

HAMND STRETCH FILM

PREMIUM STRETCH FILM
AUTOMATIC MACHINE STRETCH FILM
JUMBO STRETCH FILM

PRESTRETCH FILM



El Tipi
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Manuel Strech Fim g
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EL TiPi STREG MANUEL STRECH FILM

« Genelde el ile kullanilir.
= Standart 50 crn'dir.

= Kalinlik 10-50 mikrondur.

=« Uzunluk 100-300 metredir.
« Farkli renkler de dretilebilir.
= Gerrne % 250'dir.

« Usually used by munually.

= Standard is 50 cm witdh.

= Thickness able to between 10-50 micron.
= Length 100-300 meters.

= |ts able to produce several different color .
« Stretching level %6250,
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Pr. Makine Streci g

PREMIUM STREG PREMIUM STRETCH

Elstreci ve makine streci olmak dzere 2 cesittir, The Premiurm Stretch is two type ; Hand Roll Premium
Stretch and Machine Roll Premiurm Stretch.

PREMIUM EL STRECI PREMIUM HAND ROLLSTRETCH

« Genelde el ile kullanilir, + Usually used by munually.

« Standart S0 cm'dir. « Standard is S0 cm.

« Kalinlik 8-10-12 mikrondur. * Thickness: 8-10-12 micron.

= Uzunluk 400-600 metredir. + Length 400-600 meters.

= Germe %250'dir. - Stretching Level : 250%.

PREMIUM MACHINE STRETCH

PREMiUM MAKINA STRECI « Standard is 50 cm.

= Standart 50 cm'dir. = Thickness: 8-10-12 micron.

+ Kalinlhik 8-10-12 mikrondur. « Length 2500-4000 meters.

« Uzunluk 2500-4000 metredir. » Lizunluk 2500-4000 metredir.

« Germe %250°dir. « Germe %250'dir.

8 p 10p 12 p
TEKNIK OZELLIKLER Premium Streg Premium Streg Premium Streg
Cekme Uzama Dayamimi MD - TD 28,0-13,2 28,6-13,7 29,2 - 14,1
Kopma Uzama Dayanimi MD - TD 200 - 480 220-500 245 - 540
Darbe Delinme 34 33 40
Gerdirme Seviyesi 110
8p 10 p 12 p

TECHNICAL PROPERTIES Premium Stretch | Premium Stretch | Premium Stretch
Tensile Stretch MD - TD 28,0-13,2 28,6-13,7 29,2 -14,1
Break Elongation MD -TD 200 - 480 220-500 245 - 540
Dart Drop 34 38 40
Stretching Level 80 95 110
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Moakina
Strec FHim

Machine Strech g

G-SELI;UKLU D@

MAKINA STREG FILM MACHINE STRETCH FILMS

Toz kir ve zedelenme gibi dis etkenlerden korur. Machine Stretch Film Protect from External factors suc as dust,
Ambalajlama igin gok ekonomiktir., dirt and bruising.

Mikemmel yapiskanlik sayesinde palete kolayca sanlirve hafif bir  1tsvery economical product for use on packaging.

malzemedir. Due to Machine stretch films great adhesive property.

Yagmurdan etkilenmez. Its able to wrapping to pallets easier,

Keskin kenarlar) yirtilmadan sarar, esnek ve kuvvetlidir. Its very lightweight products.

Yapiskanlfindan &tdrd Ordne 151 vermenize ya da bir dijer Machine Stretch films produced within 3 types ; its Power,
malzerme ile sabitlemenize gerek kalmaz. superpower and max power stretch films.

Cok ekonomiktir; isgilikten ve zamandan biyik kazang saglar,
Farkli renklerde Gretilebilir.
Power, siiperpower ve max power olarak dretilmektedir.
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POWER MAKINE STRECI

« %:250'e kadar gerdirilebilir.

+-40 C'den +80 C'ye kadar dayaniklidir,
= 15-50 mikron aras: Oretilmektedir.

= Uzunluk 1000-1500 metredir.

« Standart 50 cm'dir.

SUPER POWER MAKINE STRECI

= 3%300'e kadar gerdirilebilir,

= -40 C'den +80 C'ye kadar dayariklidir,
» 15-50 mikron arasi retilmektedir.

= Uzunluk 1000-1500 metredir.

« Standart 50 cm'dir.

MAX POWER MAKINE STRECI

* %350'e kadar gerdirilebilir.

+-40 C'den +80 C'ye kadar dayaniklidir.
» 15-50 mikron arasi dretilrmektedir.

= Uzunluk 1000-1500 metredir.

= Standart 50 cm'dir.

Power

Moakina Strec

Power Maoachine Sitr. @

POWER MACHINE STRETCH FILM

« Stretching Level : 250%.

= Its able to resistant from -40 C' to +80 C' under the
normal conditions.

= Thickness :15-50 micron.

«Length : 1000-1500m.

« Witdh: Standard is 50 cm.

SUPER POWER MACHINE STRETCH FILM

= Stretching Level : 300%.

« Its able to resistant from -40 C' to +80 C' under the
normal conditions.

» Thickness :15-50 micron.

« Length : 1000-1500m.

= Witdh: Standard is 50 cm.

MAX POWER MACHINE STRETCH FILM

= Stretching Level : 350%.

= Its able to resistant from -40 C' to +80 C' under the
normal conditions.

» Thickness :15-50 micron.

=Length : 1000-1500m.

p SELGUKLU " - Witdh: Standard is 50 cm.
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Super Power
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Mokino Streci e

Tablo 1. 17 Mikron Power / Siper Power ve Max Power Makine Streclerinin Teknik Ozellik Tablosu

P . SUPER POWER MAX POWER
TEKNIK OZELLIKLER | POWERSTREGFILM | grpec riLm STREC FiLM

Cekme Uzama Dayanimi MD - TD 20,0-14.,5 20,0-15,6 208-171
Kopma Uzama Dayanimi MD - TD 360-480 320-480 305 - 480
Darbe Delinme 36 40 58,5
Gerdirme Seviyesi 150 165 220

Tablo 2. 23 Mikron Power / SUper Power ve Max Power Makine Streglerinin Teknik Ozellik Tablosu

. SUPER POWER MAX POWER

Cekme Uzama Dayanimi MD - TD 20,0-15,6 20,8-17,1 23,2-189
Kopma Uzama Dayanimi MD - TD 400 - 585 380-585 365 - 585
Darbe Delinme 41,2 45,1 61,5
Gerdirme Seviyesi 175 210 280

Tablo 3. 23 Mikron Siiper Power ile 17 Mikron Max Power Makine Streclerinin Teknik Ozellik Tablosu

TEKNIK OZELLIKLER 23 p Siiper Power 17 p Max Power

Cekme Uzama Dayarurmi MD - TD 20,8-17.1 20,8-17,1
Kopma Uzama Dayanimi MD - TD 380-585 305-480
Darbe Delinme 45,1 58,5
Gerdirme Seviyesi 210

220
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Tablo 1. 17 Micron Power / Super Power and Max Power Machine Stretch Technical Specifications
POWER SUPER POWER MAX POWER
TECHNICAL PROPERTIES | orpercH FILM STRETCH FILM STRETCH FILM

Tensile Stretch MD - TD 20,0-14.5 20,0-15,6 208-17,1
Break Elongation MD -TD 360-480 320-480 305 - 480
Dart Drop 36 40 58,5
Stretching Lewvel 150 165 220

Tablo 2. 23 Micron Power / Super Power and Max Power Machine Stretch Technical Specifications

POWER SUPER POWER MAX POWER
TECHNICAL PROPERTIES | orpercH FILM STRETCH FILM STRETCH FILM

Tensile Stretch MD - TD 20,0-15,6 20,8-17,1 23,2-189
Break Elongation MD -TD 400 - 585 380-585 365 - 585
Dart Drop 41,2 45,1 61,5
Stretching Level 175 210 280

Tablo 3. Technical Properties of 23 Micron Max Power machine stretch film and / 17 Micron Max Power
Machine Stretch films

TECHNICAL PROPERTIES 23 p Super Power Stretch 17 p Max Power Stretch

Tensile Stretch MD - TD 20,8-17.,1 20,8-17,1
Break Elongation MD - TD 380-585 305-480
Dart Drop 46,1 58,5
Stretching Level 210 220
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Jumbo
Strec FHim

Jumbo Sfrech g

JUMBO STREG
Streg sarma makinesiyle aktarilarak istenilen élclilerde el Jumbo Stretch film is able to transfer by rewinding
machines for make the exactly sizes for customers request .
= Standard is 50 cmwitdh.

streci yapmak icin kullambir.

+ 3250'e kadar gerdirilebilir.

= 12-50 mikron arasi Uretilmektedir.
« Uzunluk 3000-6000 metredir.

= 1500 gr masura kullanmaktadir,

= 1 Palet 27 adettir.

« Standart 50 cm'dir.

‘SELGUKLU D@

JUMBO STRETCH

Between 12 - 50 micron thickness.

= 3000 - 6000 meters length.

» We are using Standart 1500 gr paper core for our jumbo
stretch films.

« 27 Rolls able to packaging on a pallet.

» Stretching level is % 250.
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PRE STREG

Son teknoloji ile Urettigimiz stre¢ filmler arasina giren
gelismis dzellikleri ile dikkat ceken strech kullanicilarinin
maliyetini dislirme hedefli Grettidimiz pre strec, tasima
veya depolama esnasinda paletli Grinleri giivenli bir
sekilde bir arada tutar. On gerdirilme islemi uygulanmis
drindn kalinligr minimuma indirildigi icin gramaji diisiik
gelmekte ve daha az Grinle daha cok sanm yapilarak
maliyeti disirmektedir.

« Ambalajlama icin ok ekonomiktir.

+ Kalinhid) 7-9 mikrondur.

= 300-600 metre arasi uzunluktadir

s Standart 42 cm'dir

= Koliiginde & adet, palette 60 koli bulunmaktadir.
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Pre
Strec FHim

Pre Strech FHims g

PRE STRETCH FILM5

Pre Stretch film is the The Latest and new stretch film that
which one manufactured with the latest technology Is
provide to safely holding all customers products together
during the storage time and transportation time .Stretch
Film Protect from External factors suc as dust, dirt and
bruising. Pre-stretch processed films thickness and weight
is very low .The purpose use to Pre stretch film is able to
use less quantity on the wrapping time .This gives to
customer s benefits and save costs. It has great adhesive
property , its able to wrapping to pallet s easier . And its
very lightweight products.

» Its one of the economical product in packaging area.
» Thickness between 7-5 micron,

» Length is between 300-600 meters.

= Standard iswitdh 42 cm.

« 6 rolls / box packaging, 60 box packaging on a pallet.



Dilimlenmis
Strec FHlm

Mini Roll Strech Fim g

DILIMLENMIS STREC

Yatay stre¢ sarma gibi dzel makinelerde ve elde kullanilan
strectir. Kullanim alanlari: Oto servisleri, Mobilya sektord,
Profil ve Cerceve sektdri.. Bunun gibi daha birgok
sektorin kullandig) Szel ebat ve boylarda strec film dretimi
yapilmaktadir. Makine ve el tipi olarak iki sekilde
dretilmektedir.

ELTIPI
=En10-12,5-16,5-25 cm'dir.
« Kalinlik 12-30 mikrondur.

« Uzunluk 100-300 metredir.
» Farkli renklerde dretilebilir.
« Germe %250'dir.

MAKINETIPI
=En10-12,5-16,5-25 cm'dir.

= Kalinlik 10-50 mikrondur.

« Uzunluk 700-1500 metredir.
+ Farkl renklerde Oretilebilir,
« Germe %250'dir.
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MINI ROLLSTRECH FILMS

Mini Roll (Sliced) Stretch Films able to use by manual
wrapping and use on the special horizontal stretch wrapping
machines . Usage Areas :Car Services Furniture Sector and
Environment sectors. According to customer requiests, Our
company able to produce between 5 cm -50 cm size s mini
roll(sliced)stretch films.

HAND ROLL

«Withd: 10-12,5-16,5-25cm.

« Thickness: 12-30 micron.

« Length : 100-300 meters.

= Able to make within different colors.
= Stretching Level: 9250,

MACHIMNE ROLL

=Withd: 10-12,5-16,5-25¢cm.

= Thickness: 10-50 micron,

+Length: 700-1500 meters.

« Able to make within different colors.
« Stretching Level: 96250.
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ARGE

Birim binyesinde sektdrdeki ambalaj malzemeleri,

teknolojileri ve teknikleri alamndaki yenilikler strekli takip

edilir ve Gretim asamasinda wygulanmasi sadlanir,

Maksimum seviyede dretim, etkili bilgi akisi ve isbirligi

Ea-:jlayra bilmek icin is ortaklariyla yakin iliskiler ve iletisim
urar.

Hizli ve zamaninda uygulamalar yapabilmek igin ethili

sirecler olusturur.

Ar-Ge'de sOrdUrdlebilir Grdnler gelistirmne hedefi, cevreye

karsi olan sorumluluklar paralel olarak yiirdtilmektedir.

Cekme Kopma Testi PE Filmlerin mukavemetleri ve

uzamalar tespit edilir.

Firmamiz ASTM D 8B2 Test Standart’ ina gore testlerini
yapmaktadir.
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Arstirnma
Gelistirme -

KALITELI

SATI$ SONU
DESTEK

ARGE

Within the unit, the innovations in the field of packaging
materials, technologies and technigues in the sector are
continuously followed and applied in the production stage.
It establishes close relationships and communication with
business partners to ensure maximum production,
effective information flow and collaboration.

Creates effective processes for fast and timely
applications.

The abjective of developing sustainable productsinR & D
is carried out in parallel with the responsibilities towards
the environment.

Tensile Break Test The strength and elongation of PE films
are determined. Our company tests according to ASTM D
882 Test Standard.



Depoloma
Sevkiyoat —

KALITELI
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SATIS SONU
DESTEK

DEPOLAMA VE SEVKIYAT

Firmamiza gelen hammadde ve malzemeler girdi

kontrolleri yapildiktan sonra vdepolarnimizda saklama

:gglt_lllartna uygun bir sekilde kapali alanlarda muhafaza
ilir.

Uretim hatlarimizdan cikan Griinlerimiz, Orin
gruplarimizin dzelliklerine gére belirledigimiz
ambalajlama standartlarirmiza ve misterilerimizin
isteklerine gore paketlenerek depolanir.

Depolama ve misteriye sevk esnasinda Orinlerin zarar
gérmemesi, dzelliklerinin kaybolmamasi icin dodru
ambalajlarmak, depolamak ve tasimak gok énemilidir.

Depo Calisanlarimiza yaptiklar islerin teknikleri ve isci
Sagligi s Guvenligi konularinda dizenli editimler verilir.
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The raw materials and materials that come to our
company after the input controls are kept in closed areas
in accordance with the storage conditions in our
warehouses.

Our products coming from our production lines are
packaged and stored according to the packaging
standards we determine according to the characteristics
of our product groups and the wishes of our customers.

It is very important to store, transport and store the
products correctly in order not to damage the products
during the storage and shipment to the customer.

Warehouse Our employees receive regular trainings an
the technigues of their work and Occupational Health and
Safety
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+90 274 33313 00

+90 274 271 56 56

info@isguvenlikurunleri.com

info@selcukluplus.com
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